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LanEdge Series 

LanEdge small office solutions allow you to connect together multiple PCs and to share peripheral 
devices in a simple, inexpensive but powerful network environment. With LanEdge solutions 
forming the heart of your network, you can effortlessly connect to the Internet or remote offices, as 
well as share access to files and office equipment including printers, scanners, hard drives, fax 
machines, CD-ROMs and tape backup devices. 

Easy to Connect 

Low- cost lOMbit/s LanEdge Hubs allow eight or sixteen PCs or other devices to form a network 
very quickly. Easy-to-understand diagnostic LEDs show you how busy your network is, and which 
ports are the most active. LanEdge hubs can be linked together when you need to add more PCs 
or devices to the network. 

LanEdge FastHubs can automatically determine if the speed of connected devices is either 
lOMbit/s or lOOMbit/s. Such auto-sensing dual-speed hubs are perfect for connecting PCs and 
devices that co- exist on a mixed speed network and make it easy for you to upgrade your network 
to the faster lOOMbit/sec standard over time. LanEdge FastHubs also have easy-to-understand 
diagnostic LEDs that allow you to monitor, at a glance, all network-wide activity or even the status 
of each individual port. 

Easy to Use 

LanEdge hubs are easy to install with no set-up required, just plug in your PCs and you can be 
networking in minutes. Information on the hub status is provided through an easy-to-understand 
front panel display. 

Future Expansion 

As your network needs grow, you can expand your network by simply adding more LanEdge 
modules. All LanEdge family members have a common small- footprint design that allows each 
module to be inter-locked together to form a solid but compact network center that is ideal for small 
offices and small businesses. 

Hassle Free Support 

Each member of the LanEdge family of hubs, switches, Internet access devices, and print servers 
has a one-year warranty and free technical support. 



LanEdge FastHub8 
LanEdge Fast Hub 16 
LanEdge Hub8 
LanEdge Hub 16 



edge/l 



"■■■■■I 
HUB 



International and 
Affiliate Locations 



Singapore 
United Kingdom 
United States 



LanEdge Fast Ethernet Hubs & Ethernet Hubs 

LanEdge FastHub8, LanEdge FastHubl 6, LanEdge Hub8, LanEdge Hubl 6 
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phone service 
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internal modem 
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SPECIFICATIONS 

Technical Specifications for Hub8 and Hubl 6 



Standards 
Connectors 

Uplink Port 



Cable Connections 



LED indications 



Emission 

Safety Certification 
Operating Temperature 
Storage Temperature 
Operating Humidity 
Dimension (mm) 
Input Power Requirements 



Ordering Information 



IEEE802.3, lOBaseT, 10Base2 

Eight or Sixteen RJ-45 (lOBaseT) 

and one BNC (10Base2) 

Uplink or cascade port provides 

access to another hub or 

OmniConnect device 

RJ-45 (lOBaseT) STP or UTP 

Category 3 or Category 5 

BNC (10Base2) Thin Ethernet Coaxial 

Power Green 

Collision Yellow 

BNC Received Green 

Link/Rx on all ports Green 

Partition on all ports Yellow 

FCC Class B, CE 
UL, TUV 

0°C to -55°C(32 to 131°F) 
-40°C to 55°C (-40°F to 131°F) 
10% -90% non- condensing 
256 x 152 x 50 mm 
+ 12VDC, 0.8A, 



AT-HUB8-xx 



AT-HUB16-xx 



AT-FASTHUB8-xx 



Description 

10Mbps unmanaged hub, 
8 RJ45 ports, 1 BNC port 

10Mbps unmanaged hub, 
16 RJ45 ports, 1 BNC port 

10/ 100Mbps unmanaged hub, 
8 RJ45 ports 



Technical Specifications FastHub8 and FastHubl 6 



Standard 



10/ 100Mbps ports 
Uplink Port 
Selectable Port Speed 



Cabling 



Diagnostic LEDs 



IEEE802.3 (lOBaseT) 8c IEEE802.3u 
(100BaseTX) Class I and Class II Repeater 
Eight or sixteen auto-negotiation ports for 
either 10Mbps or 100Mbps 
Uplink or cascade port provides access to 
another hub or OmniConnect device 
Dip switches turn off auto-negotiation 
and force a port to be 10Mbps or 
lOOMpbs 

UTP or STP Category 3 or better for 
lOBaseT ports UTP or STP Category 5 or 
better for 100Base-TX ports 



Power 
Collision 

100Mbps 
Link 
Activity 
Collision 



Yellow 
Green 



Green 
10M 
100M 
Green 
Green (on) 
Green (blinking) 
Yellow (blinking 



Emission 

Safety Certification 
Operating Temperature 
Storage Temperature 
Operating Humidity 
Input Power 
Requirements 
Dimension (mm) 



FCC Class B, CE 
UL, TUV 

0°Cto55°C (32°Fto 131°F) 
-40°C to 55°C (-40°F to 131°F) 
5%-95% non-condensing 

+ 5VDC, 4A 

256 x 152 x50mm 



Product Range 

Allied Telesyn provides a full 
range of networking devices from 
cards, hubs or switches for both 
10 and 100Mbps in either copper 
or fiber media. 



AT-FASTHUB 1 6-xx 10/100Mbps unmanaged hub, 
16RJ45 ports 

Where 'xx' is 10 for US power adapter 

30 for UK power adapter 
50 for continental Europe power adapter 
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